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1 . Touch Menu. 

2. Touch INFORMATION. 

3. Touch PRINT CONFIGURATION. 

1 . Tryk pa Menu. 

2. Tryk pa OPLYSNINGER. 

3. Tryk pa UDSKRIV KONFIGURATION. 

1 . Kosketa valikkoa. 

2. Valitse TIETOJA. 

3. Valitse TULOSTA ASETUKSET. 

1 . Velg Meny. 

2. Velg INFORMASJON. 

3. Velg SKRIV UT KONFIGURASJON. 

1 . Tryck pa Meny. 

2. Tryck pa INFORMATION. 

3. Tryck pa SKRIV UT KONFIGURATION. 

.(uhdji) Menu-n xpa .1 
.(iiTQ) INFORMATION* jja .2 
PRINT CONFIGURATION-^ .3 






LaserJet 4345 

Training and Infoi 

O 





Detailed user instructions 
Troubleshooting information 
Important safety notice 
Regulatory information 

Detaljerede brugeroplysninger 
Oplysninger om fejlfinding 
Vigtig sikkerhedsmeddelelse 
Lovgivningsmaessige oplysninger 

Tarkat kayttoohjeet 
Vianmaaritystietoja 
Tarkeita turvaohjeita 
Sopimusehdot 

Detaljerte instruksjoner for bruker 
Feilsokingsinformasjon 
Viktige sikkerhetsmerknader 
Spesielle bestemmelser 

Detaljerade anvandarinstruktioner 
Information om felsokning 
Viktigt sdkerhetsmeddelande 
Information om bestammelser 
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Copyright Information 

© 2005 Copyright Hewlett-Packard Development Company, L.P. 

Reproduction, adaptation or translation without prior written permission is prohibited, except as allowed under the copyright laws. 
The information contained herein is subject to change without notice. 

The only warranties for HP products and services are set forth in the express warranty statements accompanying such products 
and services. Nothing herein should be construed as constituting an additional warranty. HP shall not be liable for technical or 
editorial errors or omissions contained herein. 

FCC regulations 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 1 5 of the 
FCC rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses, and can radiate radio frequency energy. If this equipment is not installed and used in accordance 
with the instructions, it might cause harmful interference to radio communications. However, there is no guarantee that interference 
will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more 
of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase separation between equipment and receiver. 

• Connect equipment to an outlet on a circuit different from that to which the receiver is located. 

• Consult your dealer or an experienced radio/TV technician. 

Any changes or modifications to the printer that are not expressly approved by HP could void the user's authority to operate 
this equipment. Use of a shielded interface cable is required to comply with the Class B limits of Part 1 5 of FCC rules. 
For more regulatory information, see the HP LaserJet 4345mfp use guide on the printer CD-ROM. 
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